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ABSTRACT
In this investigation, the effect of time, percentage of copper and nickel on the hardness property
of aluminum based powder metallurgy alloys were studied. A full factorial analysis with four
levels for each factor was used. The samples were produced using powder metallurgy process,
and then subjected to natural aging where heat treatment was conducted for all samples together
at 550 °C for 3 hours before quenching in water. Then, the samples were left at room
temperature for 936 hours (39 days) to allow traces atoms to diffuse and form coherent phases
which increase the hardness. It was found that the hardness was firstly increased with time for
about 300 hours after the quenching time, and then it tends to remain constant after that.
However, the hardness drop at overage stage was not observed until the end of 936 hours. To get
a full analysis of the natural aging we used design of experiment tool to study the effect of %Cu,
%Ni and aging time on the hardness. The results showed that the hardness was influenced
significantly by all considered factors and interactions between them.
Keywords: Al; Powder Metallurgy; solution treatment; Natural Precipitation hardening.
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1. INTRODUCTION
Precipitation hardening (also known as age hardening) is a process by which aluminum and steel
alloys are heat and solution treated. The goals of the process are to increase the strength and
hardness of the material [1]. Precipitation hardening consists of three main steps: solution
treatment, quenching, and aging. Solution treatment involves heating the alloy to above the
solvus temperature, which creates a homogeneous solid solution of one phase. At this stage, all
of the solute atoms are dissolved into the solution. Quenching refers to the rapid cooling of the
solid solution in a medium and it is the second step in natural hardening. During this step, the
solute becomes over supersaturated. Finally, aging takes place where the solute atoms diffuse as
clusters that distort and strengthen the material.
The precipitation process differs widely in composition and in the microstructures formed.
Precipitation hardening is often employed in aluminum alloys to improve the mechanical
properties, such as strength and hardness. This change in properties is the result of the formation
of finely dispersed second phase particles in the alloy. These particles induce lattice strain in the
aluminum matrix that restricts dislocation flow. The material is then kept at room temperature or
heated again to a temperature below the solvus temperature and held for some amount of time.
This temperature is known as the age hardening temperature. The purpose of heating the alloy
again to decrease the time needed to age the material.
Heat-treated aluminum alloys are usually used for high performance parts, such as parts for
aircraft. There are several classes of aluminum alloys that can be heat-treated. The 2xxx group of
alloys is that in which the principle alloying elements is copper [1]. Magnesium and small
amounts of other elements may also be added. In this alloy, Al2CuMg is the main strengthening
precipitate [1]. A normal use of the 2xxx alloys, such as alloy 2024, is for aircraft structures. The
6xxx group of alloys contains magnesium and silicon as primary alloying elements [1]. Mg2Si is
the strengthening precipitate for this alloy system [1]. This group of alloys, such as alloy 6061 is
commonly used for general-purpose structural applications. The principal alloying elements for
the 7xxx group are zinc, magnesium and copper. The intermetallic compound, MgZn2, is the
main strengthening precipitate for this element [1-3]. Because of the high solubility of zinc and
magnesium, it is possible to form a high density precipitates and perform very high strength.
These alloys are generally used for aircraft structures, such as alloy 7075 [1-3]. To compare
these alloy groups with each other, 2024 has a tensile strength of about 64 ksi, 6061 has a tensile
strength of about 42 ksi, while 7075 has a tensile strength of about 73 ksi [1]. When choosing an
alloy in the design stage, factors such as strength, ability of forming and machining, as well as
prices of materials are important. Silicon increases the fluidity of the molten metal while copper
and magnesium increase strength.
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In comparison with other material, the addition of copper as primary alloying element produces
the strongest aluminum cast alloys [3-4]. Nickel in combination with copper enhances the
strength and hardness at elevated temperature [5]. The use of a solution treatment-plus-aging
heat treatment for the 2618-Al alloy (Si: 0.10-0.25, Fe: 0.9-1.3, Cu: 1.9-2.7, Mg: 1.3-1.8, Ni: 0.91.2, Zn: 0.10) wt%, produces specimens which allow machining to a smoother finish [9]. In a
wide range of Al-Cu-Mg alloy compositions, age hardening is known to be associated primarily
with the precipitation of Guinnier-Preston (Cu, Mg) zones and the semi-coherent phase S, which
is closely related to the equilibrium S-phase (Al2CuMg) [2].
Bin-Lung Ou [7] investigated the influence of low-temperature preaging on the artificial
precipitation-hardening of an aluminum alloy 6063 (Al–0.72Mg–0.42Si) and found that the
increase in either the preaging temperature or the holding period has decreased significantly the
strength after artificial aging.
During precipitation hardening dimensional changes can also occur. These changes result from
internal stresses, alloy concentrations, and the aging process. Dimensional changes are hard to
predict because of the number of variables involved. Different alloys can be considered for
precipitation hardening. Aluminum based alloys are commonly hardened and strengthened
through precipitation hardening. There are different groups of aluminum alloys. These groups are
defined by primary alloying elements, such as zinc, copper, silicon, and magnesium. Different
alloy groups have different strengths and structural applications [1-5]. Oneda et. al. [8]
examined the effect of preaging on the artificial precipitation-hardening of an Al-1.32wt% Mg2Si
alloy at 170 °C. They found that the maximum hardness change was strongly dependent on the
preaging temperature. Özbek [9] investigated the effects of re-solution treatment of AA2618
aluminum alloy, at solution heat treatments between 520–640 °C and holding time in the range
of 14–24 h, followed by artificial aging. He found that further increase in the solution treatment
temperature coarsened both the grains and the precipitates, resulting in significant reduction in
hardness. Al9FeNi-type intermetallics are not completely dissolved by these solution treatments.
Desmukh et. al. [10] investigated Al 7010 alloy (Zn 6.3, Mg 2.3, Cu 1.55, Zr 0.14), the fatigue
strength corresponding to 106 cycles was further compared and the results revealed that the over
aged material has a fairly high value of fatigue strength as compared to the peak aged alloy.
These results are discussed in terms of the differences in the microstructures developed in the
materials subjected to the different aging treatments.
Zeren [11] studied the effect of heat-treatment on aluminum-based piston alloys, AlCu4MgNi
alloys and AlSiCuMgNi alloys with (10.5, 12, 18 and 24) wt% Si were utilized for this purpose.
It was found that the Mechanical properties of Al-based piston alloys largely depended on the
heat treatment. Thus, characteristics of heat treatment play a vital role for a good combination of
microstructure and mechanical properties.
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Ouellet et. al. [12] investigated aging of 356 and 319 Al alloys. They found that the main
parameters expected to control the mechanical properties are the iron and copper intermetallics,
the porosity size and distribution, the eutectic silicon particle characteristics, and the degree of
supersaturation of Mg and Cu in the α-Al matrix after solution heat treatment. Cast aluminum
alloys mainly contain Si, Cu, and Mg as the major alloying elements. Copper and Magnesium
strengthen the alloy matrix and improve the mechanical properties and alloy machinability.
M. Tash et. al. [13] studied the effect of metallurgical parameters on the hardness and
microstructural characterization of as-cast and heat-treated 356 and 319 alloys. The aim of the
study was to adjust these parameters to produce castings of suitable hardness and Feintermetallic volume fractions for subsequent use in studies relating to the machinability of these
alloys. By measuring the amount of Fe- and Cu-intermetallics formed, and the changes in the
eutectic Si particle characteristics resulting from alloying additions, and heat treatment of the 356
and 319 alloys, and the corresponding hardness values, it was possible to determine which
conditions or metallurgical parameters yielded the required Fe-intermetallic volume fractions of
2 and 5% and hardness levels of 85 and 115 BHN. These levels conform to the most common
levels observed in the commercial application of these alloys. Aging treatments were carried out
at 155, 180, 200, and 220°C for 4 hours, followed by air cooling, as well as at 180 and 220°C for
2, 4, 6, and 8 h to determine the conditions under which the specified hardness levels of 85 and
Brinell Hardness Number (BHN) of 115 could be obtained.
Gonzalez-Martınez, et. al. [14] investigated the age hardening of different magnesium wrought
alloys (magnesium- aluminum zinc series) by damping measurements and by hardness. It was
found that the precipitation hardening temperature significantly accelerate the damping and the
hardening of the specimens.
The precipitation processes in Al–Cu–Mg alloys which fall within the (α+S) region of the ternary
phase diagram have been the subject of numerous research due to their fundamental and
commercial interest since the discovery of the alloy duralumin in 1906. Since then, they have
been studied mainly by mechanical testing, calorimetric measurements and electron microscopy
observations. Two hardness stages are observable during ageing at medium temperatures, which
are the rapid initial rise (about 50–70% of the total hardness increase), and the second rise, which
is much slower than the first one. In semi-logarithmic representation, they are separated by a sort
of plateau whose duration depends strongly on temperature and alloy composition. In normal
scale, a plateau does not always appear [15].

2. DESIGN OF EXPERIMENTS
The Experiment was designed based on the design of experiment (DOE) tool using MINITAB
software. After design the experiment (select factors and levels), the MINTAB used to
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randomize the experimental runs. A mixed, full factorial design was considered in this study with
three considered factors; aging time, %Cu and %Ni, and the chosen levels were 11, 4 and 4 for
each factor, respectively. Table 1 shows the considered factors and levels used in this study.

Level
Factor
A Time (Hours)
B Cu (%)
C Ni (%)

1

Table 1: Factors and levels
2
3
4
5
6
7

0
1
0

24
2
1

48
3
1.5

72
4
2

96

120 192

8

9

10

11

264 432 600 936

The number of level combination is 176 and in order to increase the degree of freedom for error,
two replicates were conducted for each combination, so the total number of samples becomes
352. The hardness in term of Rockwell scale B was measured for each sample five times to
reduce the measurement error, and then the average hardness value was calculated and
considered in the analysis. Randomization was involved in all steps in this study to avoid any
kind of bias and keep the process systematic. Actual hardness measurement would be
represented by Equation (1) according to design of experiment model.
,

1

1,2, … ,11,
1,2,3,4
1,2,3,4.
1,2
Where
is the actual measure of hardness,
is the overall mean, is the effect of the ith
is the effect of the kth level
level of time, is the effect of the jth level of copper percentage,
of nickel percentage,
is the effect of interaction between the time and copper percentage,
is the effect of interaction between the time and nickel percentage,
is the effect of
interaction between the copper percentage and nickel percentage,
is the effect of
interaction between the time, copper percentage and nickel percentage, and
is randomized
error that is done because of samples variation, operators, etc.
Analysis of variance (ANOVA) was used to check if the considered factors and the interactions
between them are significant in affecting the response (hardness), main effect plots for all factors
were constructed to figure out the trend and concavity of the relation curve between the response
and factor, and two factor interaction plots were constructed to understand relationship between
the two factor interaction and the response.
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Because ANOVA is based on F-test which is sensitive to normality in the distribution of error,
the normality validation was done before applying ANOVA. Also to avoid any noise that arises
during experimental work, validation for randomization in the experimental run was done as
well.
3. MATERIAL AND METHODS
The raw materials that were used in producing the samples consist of pure metal powder with a
particle diameter of 10 – 50 µm. The purities of the aluminum, copper, and nickel powder were
99.5, 99.8, and 99.6%, respectively. Electronic weight balance with a resolution 0.0001g was
used as the hardness property is very sensitive to the percentage of alloying element. The
different weights for different combinations were balanced carefully and then mixed very well to
insure that the homogenous structure was achieved. The mixed powder for each combination was
compressed in a special designed compaction mold which has two split die and piston as shown
in Figure 1. The well mixed powder was poured in the cylindrical cavity between the joined
splits and then the piston was aligned on the cavity before allowing a heavy duty hydraulic press
machine to apply about 50,265 N (about 5.1 ton) on the piston and compact the powder into
cylindrical shape to get what so called ‘green compact’. In order to get so well compacted
specimens, the diameter of the mold cavity was 2 cm so the pressured applied on the powder was
160 MPa which is enough to reduce the porosity between the particles to less than 1% [1]. Then
the cylindrical shape ‘green compacts’ were removed from the mold by opening the mold slowly
and gently to avoid any damage to the specimens.

Figure 1: Compaction mold. a) Mold parts and b) assembly. The mold was designed with two
splits to ensure ease of removing of green compacts.
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The green compacts were then sintered at 600 ºC for 20 minutes. Since the sintering temperature
was about 94% of melting point, a supporting mold was used to prevent any expected change in
the green compact dimensions during the process. As shown in Figure 2, the sintering mold
contains 16 sample fit cavities to process 16 samples together.

Figure 2: Sintering mold. a) Disassembled. b) Assembled using of a set of bolts.

The next step was heat treatment of the samples which was carried out at 550 ±5 °C in an electric
arc furnace for 3 hours to allow homogenous solid solution status to take place. The obtained
heat treated specimens were then quenched in water at room temperature immediately after being
taken out of the furnace. In order to remove the oxide layer and get smooth surfaces a subsequent
surface polishing was performed for all samples. Then the change in their hardness due to
natural precipitation was measured continuously for 39 days. The hardness was measured using
Rockwell hardness test scale B (1/16-inch hardened steel ball with minor load 10 kgf and major
load 90 kgf). The hardness readings were taken at five different locations on the surface for each
sample each time and averaged to get the accurate representative hardness value.
4. RESULTS AND DISCUSSION
Figure 3 shows the relationship between natural precipitation hardness in term of Rockwell scale
B (HRB) and the aging time for the %Cu - %Ni combinations. The initial hardness at time zero
is varied between the samples depending on the copper and nickel percentage; however, it is
relatively high for a high copper and/or nickel percentage. What happens here is that replacement
of aluminum atoms with foreign atoms causes a distortion of the atomic lattice, so at a higher
alloying percentage, the lattice gets more distortion with more foreign atoms and hence the
hardness gets high. This distortion inhibits the mobility of the dislocations. HRB increases
rapidly for all samples over about 300 hours, and then it keeps constant until the end of the test at
936 hours. The increasing in hardness at the early stage is due to the diffusion of the solute atoms
to form the coherent phases in different areas within the lattice of the aluminum based alloys.
Figure 3 also shows that the percentage of copper and nickel not only affect the initial hardness,
but also affect the range of hardness increasing over the time, where the high percentage of
combined alloying (Cu-Ni) has high impact on the hardness incremental range and vice versa.
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For example, 23.5 is the maximum increasing range for the combination of 4 % copper and 2 %
nickel and 5 is the minimum increasing range for the combination of 1 % copper and 0 % nickel.
This is partially due to the fact that as the alloying element increases, the amount of the
precipitated coherent inside the lattice increased.
An over-aging was not observed in all of the shown curves, as no curve showed a reduction in
hardness. It seems that the time of 936 hours was too short for the considered alloys to allow the
complete separation of the true non-coherent phases, which cause the phenomenon of overaging to occur.
Design of experiment (DOE) was involved in this research to analyze the total set of data and
draw the conclusion.
The normality of the error is an important assumption for any unbiased model. Figure 4 shows
the normal probability plot. The linearity of the relation refers to the normality of the
standardized error. As seen in the figure, almost all points is located on a linear line except few
points which cluster themselves in the lower left side and upper right side of the line. Hence, one
can conclude that the standardized error is very close to normal distribution and the model is
valid for further analysis. To avoid any occurrence of any unintentionally run order trend, the
observation order versus standardized error was plotted as shown in Figure 5; however, the
standardized residual points are distributed around the zero and there is no sign of non
randomized patterns within the data points. So the run order-related effects have no signs of
adverse impact on the experimental data.

Hrandes HRB

55

35

15
0

200

400

600
Time ( Hours)

800

1000

1% Cu, 0% Ni
2% Cu, 0% Ni
3% Cu, 0% Ni
4% Cu, 0% Ni
1% Cu, 1% Ni
2% Cu, 1% Ni
3% Cu, 1% Ni
4% Cu, 1% Ni
1% Cu, 1.5% Ni
2% Cu, 1.5% Ni
3% Cu, 1.5% Ni
4% Cu, 1.5% Ni
1% Cu, 2% Ni
2% Cu, 2% Ni
3% Cu, 2% Ni
4% Cu, 2% Ni

Figure 3: Effect of copper and nickel percentage on the natural precipitation hardness over 936
hours
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Figure 4: Normal probability plot for the standardized residuals.

Figure 5: Standardized residuals versus experimental run order
After validating the normality of the error and randomization of the experimental run, the
significance of the factors and their interactions was performed using analysis of variance
(ANOVA). ANOVA is basically a collection of statistical procedures, in which the variance is
divided into many components depending on the cause of variation. ANOVA model develops
statistical hypothesis as seen in Equation 2 and apply statistical test to check if the means are
equal. When failing to reject null hypothesis or if there is a significant difference between any
two means then we should reject the null hypothesis and accept alternative hypothesis. The
statistical test that used in ANOVA is F-test where F0 is calculated and compared to standard Fcritical, and then the conclusion could be drawn based on statistical test. A detailed description
of F test is in Montgomery et al. [16].
:
:

⋯
(2)
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Instead of determine F0 and F-critical and comparing between them, the MINITAB calculated Pvalue (the last column of ANOVA table) which is refer to the significance of factors and the
interaction between them directly by comparing the P-value with confidence level α (usually
0.05). Also, details about the p-value are in reference [16].
Table 2 lists the factors and the interactions between them, degree of freedom (DF), sum of
square (SS), Mean sum of square (MS), F0 value, and P-value. The P-value indicates that all
factors and the interactions between them are affecting the hardness of the alloy significantly,
where all P-values are less than α=0.05. The fitting level of the data represented by R2 and
R2adjustable and both are more than 95%, which is indicated that the data fits the model very well.
The ANOVA shows the significance of all terms but it cannot show the relationship between the
factor and the hardness (response), so the main effect plot of all factors was constructed as
shown in Figure 6 to draw the effect trend. It can be concluded from the figure that hardness is
directly proportional to the level of each factor. The relationship between hardness and copper
and nickel percentage seems close to linear with no clear curvature. However, the relationship
between time and hardness is definitely not linear and the drawn curve is concave, in other words
the hardness has a deceleration rate.
Table 2: ANOVA table
Source

DF

% Ni
% Cu
Time
% Ni*% Cu
% Ni*Time
% Cu*Time
% Ni*% Cu*Time
Error

3
3
10
9
30
30
90
176

S = 0.556470

SS
3988.71
6617.99
6353.21
320.05
120.63
829.36
309.98
54.50

R-Sq = 99.71%

MS
1329.57
2206.00
635.32
35.56
4.02
27.65
3.44
0.31

F

P

4293.66
7123.95
2051.68
114.84
12.99
89.28
11.12

0.000
0.000
0.000
0.000
0.000
0.000
0.000

R-Sq(adj) = 99.42%

The two factor interaction plots and surface response plot are shown in Figure 7 and Figure 8,
respectively; there is a great interaction between all of the factors. For example, the response
(hardness HRB) of one factor highly depends on the level (high or low) of the other factor. This
is a very important note to be considered in the optimization problem.
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Main Effects Plot for Hardness
Fitted Means
% Ni

% Cu

36
32
28

Mean

24
20
0.0

1.0

1.5

2.0

1

2

3

4

Aging Time (Hr)
36
32
28
24
20
1

25

49

73

97 121 193 265 433 601 937

Figure 6: Main effect plot

Interaction Plot for Hardness
Fitted Means
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40
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Aging Time (Hr)

Figure 7: Interaction plot
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a)

Figure 8: Surface plots of the significant
interactions of a) % Cu – time, b) %Cu %Ni, and c) % Ni –time.

b)

c)

5. CONCLUSIONS
Precipitation hardening is a heat treatment process that increases strength and hardness of the
alloy. There are three steps in the process of precipitation hardening: solution treatment,
quenching, and aging. During these three steps the alloy is transformed to a homogeneous, one
phase solution.
With the aid of design of experiment the following conclusions were drawn:
 The increase in hardness for all %Cu - %Ni combinations was sharp at the beginning of
the aging process, but it was slowing down with the time until about 300 hours where it
kept approximately constant untill the end of test at 936 hours. This indicates that the
solute atoms start to diffuse in a short time producing severe strain in different areas
where they are concentrated to form the coherent phase, causing an increase in hardness
of the considered alloy.
 The hardness was higher for a higher copper and nickel percentages at zero time. The
reason behind that is due to higher internal strain at higher alloying element percentage.
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Also the hardness increasing range was more at higher copper and nickel percentages.
This is due to higher amount of alloying atoms available for diffusing to form more
coherent phases and add more internal strain to the material.
Over-aging was not observed regardless of the used composition of the different alloying
elements. It seems that the true separation of the non-coherent phases does not occur,
because of the short period of the testing time in the present work.
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