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Abstract 
This work concerns a modeling of habitat equipped with an adsorption cool-
ing unit powered by a geothermal heat pump in the context of the climate of 
the Comoros Islands. Cooling unit is a simple system consisting of an adsor-
ber, condenser and evaporator. The modeling of the habitat-air conditioning 
system was based on a description of heat and mass transfers. The first law of 
thermodynamics on the energy conservation using the analogies between heat 
and electrical transfers is used to establish the equations of the model. Zeo-
lite-methanol pair and Dubinin-Astakhov adsorption model are used to de-
scribe the amount of adsorbed mass. The finite difference method applied to 
a point of the considered exchange surface is used to discretize equations and 
resolve them. The coupling of the system takes place through a convective tran- 
sfer between the air inside habitat and the evaporator’s surface. This article 
presents results for typical November days in Comoros. Different temperatures 
of habitat with and without a cooling unit show that using the adsorption cool-
ing unit can help lower internal temperatures. We observe a temperature dif-
ference of 2.14 K in particular at 2 p.m., if the air conditioning starts at 8 a.m. 
The influence of the input parameters on the air inside the habitat makes it 
possible to assess the impact on indoor comfort. The COPth can reach 0.46. 
However, we can get a high performance if we optimize temperature thresholds. 
These show that this type of cooling unit can help improve the habitat thermal 
comfort in a tropical and dry climate. 
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1. Introduction 

The part of energy used in the world for air conditioning continues to grow. In 
2100, such an amount of energy is estimated to increase by 72% due to the de-
velopment of modern architectures, the improvement of socioeconomic living 
conditions and the affordable price of air conditioning systems [1] [2]. The de-
velopment of passive air conditioning systems, the improvement of the energy 
efficiency of the building’s envelope or the use of renewable energies can help re-
duce this energy. Therefore, the promotion of new air conditioning techniques with 
low energy consumption is essential. Passive air conditioning is among those prom-
ising techniques, [3]. It consists in minimizing the action of external conditions 
on the internal environment by various techniques and in exploiting the archi-
tectural characteristics of buildings. These techniques are mainly based on the 
design of modern and sometimes bioclimatic habitat models in which materials 
or devices capable of cooling them are used in an efficient and clean manner and 
with low maintenance and production costs. Adsorption cooling systems are one 
such design. They are thermodynamic devices capable of transforming an energy 
source to produce cooling effects. Overall, many studies on these systems focus 
on improving heat and mass transfer in the adsorber proving that the intensifi-
cation of heat and mass transfer properties on the bed adsorber can be effectively 
obtained by preparing thin thickness adsorber bed [4] and using new [5] or highly 
conductive materials [6] such as carbon fibers [7] as well as consolidated com-
posite adsorbents [8] [9]. The technique for preparing consolidated composite 
adsorbents consists of adding material with greater thermal conductivity [10] to 
the powder of the classic solid adsorbent. These techniques make it possible to 
design cooling units with improved power densities, [11] [12]. Other recent stu-
dies show that the use of directed mass transfer channels [13] [14] or structures 
with metal organics [15] [16] [17] in the adsorber bed make it possible to capi-
talize the heat and mass transfers. Other authors study the thermodynamic cycles 
of the different adsorption couples of a solar cooling machine, [18] [19]. Some of 
them find that the cycle discontinuity problem can be solved by using several 
adsorber beds [20] despite the increased size, weight, and price of the machine. 
Using two adsorbers gives the possibility to demonstrate transfer of energy from 
one adsorber to another when the average temperature of one is lower than the 
other and the temperature of output of one is higher than the other, [21]. This 
solution is particularly effective in removing the intermittent factor from the ad-
sorption heat pump. Further, much effort has been devoted to developing heat 
pumps with advanced adsorption cycles (dispersant mat, thermal waves, reduc-
tion of regeneration heat, etc.), [22]. In addition, other scholars analyze the in-
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fluence of system parameters to improve the cycle of the adsorption heat pump, 
[23]. They do so by examining the impacts of different system characteristics on 
cycle performance including threshold temperatures, cycle times, the location of 
valves at the inlet and outlet of the adsorber bed. Therefore, the prospect of us-
ing these technologies in tropical countries with high potential in renewable re-
sources is remarkably interesting, both for air conditioning of course but also for 
ice production. This is also the interest of the studies several authors carried out 
[24] [25] using photovoltaic solar energy. In this article, we are interested in us-
ing these technologies while valuing geothermal energy, an energy resource that 
Comoros views as having a high potential thanks to the presence of a rift asso-
ciated with the active volcano Karthala, [26]. The country has a vast geothermal 
reserve still unexploited to this day. This utilization attracts more and more ex-
perts in the energy sector along with those working in the fields of economic and 
social development. The study of the geological structures, the observed surface 
thermal releases as well as the geophysical observations all indicate the presence 
of an active hydrothermal system in this Country, [27] [28] [29]. This work aims 
at evaluating the thermal performance of a habitat that is equipped with an ad-
sorption cooling unit powered by geothermal heat for a dry and humid tropical 
climate. Thus, we propose a mathematical model which describes the operation 
of an air conditioning system of a habitat composed of a geothermal heat pump 
coupled to a cooling production unit by adsorption, a system also coupled with a 
model of habitat. The modeling of the system concerns, on the one hand, the heat 
and mass transfers of the cooling unit by adsorption supplied by a geothermal 
source and, on the other hand, the heat transfers in a single-zone habitat ex-
posed to local climatic conditions. We operate/deploy the cooling of the internal 
air of the habitat by making a coupling between the surface of the evaporator 
and the air inside the habitat. Then, over time, we observe the evolution of the 
various parameters of the system, including the internal temperatures of the home 
with and without the cooling unit. Finally, we present the influence of the vari-
ous input parameters of the system in order to see their impacts on the thermal 
comfort of the habitat, in the context of the climate of the Comoro Islands. 

2. Materials and Methods 
2.1. Climate 

The climate of the Comoros Islands is tropical, dry, humid and divided into two 
main seasons. The two seasons: the “kusi” and the “kashkazi” dominate the cli-
mate of the country throughout the year and determine the climatic regime of 
the archipelago. Although, there is little variation of temperature during the year, 
the country still experiences quite high temperatures between the two seasons, 
which vary from around 296 to 308 K with an average of 301 K. The country’s 
habitats are exposed to these climatic conditions. Very often, the latter causes 
the strong increase of the temperature of the air indoor. This situation is some-
times difficult to live with and is far from providing thermal comfort to the oc-
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cupants. 

2.2. Physical Description of the System 

The model refers to a “typical” habitat in Comoros equipped with an adsorption 
cooling unit. This condition involves an infrastructure with them in front facade 
oriented towards the west. This is a mono-zone habitat consisting of a roof and a 
habitable enclosure. A plastic ceiling is used between the roof and the living area. 
This ceiling allows the separation of the confined air inside the roof and the liv-
ing space. The habitat has a floor area of 12 m2 for a 3 m wall height. Different 
parts of the habitat are decomposed as follows: 
• A roofing, triangular shape whose height is equal to 0.9 m, is assimilated to a 

type plan captor inclined relative to the horizontal on each of the north and 
south sides. It is composed of a sheet metal roof, absorption coefficient equal 
to 0.8, and stabilized thanks to iron beams. The east and west sides of the roof 
are the extensions of the respective walls east and west of the living space; 

• A living space has a parallelepiped shape. It is composed of a chamber whose 
vertical walls, absorption coefficient equal to 0.4, are built by cement bricks 
with fine sand. The walls, thickness equal to 15 cm, are stabilized by cement 
posts, sand, stone and iron. The floor is made of a concrete form of rectan-
gular plate. All the materials used are available in the local market. We used 
the habitat measures of the National Planning Plan. Table 1 summarizes the 
thermal physical properties of the materials. 

The cooling unit is an adsorption heat pump consisting of an adsorber captor, 
an air condenser and an evaporator placed on one of the internal faces of the ha-
bitat walls. The adsorber captor is cylindrical in shape and horizontally laid. It is 
composed of an external thick wall and an inner small wall (partition) inside 
which the geothermal fluid circulates. It is connected, on the one hand, by vapor 
tubes with the condenser and the evaporator, and on the other hand, by the pipe 
where the geothermal fluid circulates. The zeolite layer, loaded in methanol, is 
deposited between the wall and the partition so that it occupies the entire vo-
lume available. The air condenser is double wall parallelepiped in shape allowing 
the condensation of the adsorbate vapor at high pressure. It is in constant con-
tact with the ambient environment. The condenser is used so that the liquid con-
densate is easily removed under the effect of gravity. The ambient temperature at  

 
Table 1. Thermal physical properties of the materials [3]. 

Component Thermal conductivity (W/m∙K) Specific heat (J/kg∙K) Density (kg/m3) 

Sheet metal 0.752 800 1200 

Roof 0.24 2300 650 

Wall 1.1 900 1500 

Floor 0.9 840 2300 
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night and cold circulation during the day are supposed to cool the condenser. 
The evaporator, sample, in which the condensate evaporates at evaporation pres-
sure. 

2.3. Working Principle 

The habitat’s thermal operation is driven by the solar flow action and the tem-
perature levels outside. The incident solar flux arrives on the habitat’s roof and 
walls. The sheets and walls absorb a part of it and the conduction transmits the 
rest to the inner air. This heat enters the living room in the ceiling and the walls. 
The inner temperature of the habitat increases under the conjugate effect of the 
solar flux and the exterior ambient temperature. Heat transfers occur mainly by 
conduction, convection and radiation. The exchange by renewal takes place at 
the level of the main openings. We illustrate all of these thermal exchanges in 
Figure 1. As for the cooling unit (Figure 2), its operation is provided by zeolite 
and methanol. The base cycle of the cooling unit is closed and intermittent. It 
breaks down into two phases during the first phase, the fluid receives the geo-
thermal heat with high temperature and releases it during the condensation of 
methanol in the condenser at intermediate temperature. This is the regenera-
tion-condensation phase. During the second phase, the methanol is vaporized in 
the evaporator by taking heat from the low temperature source and is fixed to 
the intermediate temperature zeolite. This is the adsorption-evaporation phase. 
We define the thermodynamic cycle by the different operating temperatures of  

 

 
Figure 1. Thermal exchange in habitat. 
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Figure 2. Thermal exchange in the adsorption cooling unit. 

 
the system: evaporation temperature Teva, condensation temperature Tcond, ad-
sorption temperature Tads and regeneration temperature Tg. 

For the system to work, we inject the geothermal fluid inside the adsorber 
with a constant flow rate to heat the metal parts of the adsorber. In contact with 
the walls, it transmits its heat that propagates by convection related to the flow 
imposed at the inlet. This heat is then transmitted by conduction to the zeo-
lite/methanol mixture. The increasing of the zeolite’s temperature creates the de-
sorption of methanol vapor The methanol vapor is redirected to the condenser 
and after crossing a throttle valve, the liquid refrigerant passes to the evaporator 
in which it evaporates at the evaporation pressure, thus taking heat from the eva-
porator. 

2.4. Mathematical Formulation 
2.4.1. Assumptions 
We make the following assumptions: 
• Thermal transfers are unidirectional; 
• Physical properties of materials are constant; 
• Adsorber captor is cylindrical symmetrical; 
• Pressure is constant in the condenser and evaporator; 
• Entire adsorbate mass adsorbed is condensed; 
• In the captor, zeolite and methanol are similar to a homogeneous medium. 

2.4.2. Equations Model 
To establish the equations governing the model, we use a methodology based on 
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the nodal approach. The system is assimilated to a thermal system where each 
element is considered as an integral component of the system. Thus, each ele-
ment corresponds to a single temperature. We establish the equations of the ther-
mal balance based on the analogy between the thermal and electrical transfers. 
To formulate the problem mathematically, we consider any node i of an element 
of the system to which we apply energy conservation. We suggest writing the gen-
eral heat balance equation using the following form: 

( ) ( ),
xi

i i ij i i ii j
i

T
M Cp h S T

t
α ϕ⋅

∂ ⋅ = ∆ + ∂ 
⋅∑

 

2.4.3. Balance of Heat and Mass Transfers of System 
The balance of heat and mass transfers of cooling unit can be written as follow: 
• For the geothermal fluid, 

( )1
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When cooling-adsorption [24], 

( )
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where 0δ =  for heating and cooling and 1δ = , for desorption and adsorption. 
• For the inner face of the cooling unit wall, 

( ) ( )2cw cw cwi cwz
m cwi cwo cwi

cw z cw

M Cp T
T T T T

S t ep ep
λλ⋅ ∂  = − + − ∂   
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• For the outer face of the cooling unit wall, 

( ) ( )

( ) ( ), ,
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r r
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• For the condenser, 
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• For the evaporator, 
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The balance of heat and mass transfers for the habitat can be written as follow: 
• For the external wall of the habitat, 

( ) ( ) ( )

( ) ( ), ,
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• For the internal wall of the habitat, 

( ) ( ) ( ), ,
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hex hin hin air air hin hin j j hin
h h
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• For the air inside the living space, 

( ) ( ),
cv cvairh

airh air j airh j j airh ev ev ev airh air
T

M Cp h S T T S h T T
t

φ
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∑
 

2.4.4. Expression of Heat Transfer Coefficients 
The coefficient between the walls and the ambient can be written as follow [30]: 

5.67 3.86cv
ambh V= + ×  

The coefficient which reflects the convective exchanges between the geother-
mal fluid and the inner small wall is expressed as [31]: 

0.71
0.830.023 1 m

u r e
c

D
N P R

L

  
 = +  
   

 

The convective transfer coefficient between the living space air and the vertic-
al walls in the habitat is given by the following relation [32]: 

4
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The convective transfer coefficient between the living space air and the hori-
zontal walls is calculated with the following expression [30]: 

( )1 40.27u aN R=  
The coefficient which reflects the transfers by radiation between two surfaces 

is given by the following expression [33]: 

( )( )2 2

,

,
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i j i jr

i j
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The sky temperature is given by the expression: 

( )1.50.0552sky ambT T= ×  
The exchange rate by renewal of air is given by: 

( )air ol amb airhc N V T Tφ = × × × −  

2.4.5. Adsorption Model 
We use the Dubinin-Astakhov thermodynamic model and the general adsorp-
tion equation is given by the expression [34]:  

0 exp
n

a

w w
E
ε  

 = − 
     

The equation expressing the mass adsorbed em  is given by the following ex-
pression: 

( ) ( ) ( )
0 exp ln

nn
s

e e
a

P TRm t w T T
E P

ρ
     = −     

         

In addition, we use the Linear Driving Force (LDF) model to determine the 
flow rate of adsorbed methanol vapor. It is expressed by [35]: 

( )( )0
e

e
m

k m m t
t

∂
= −

∂  

2.4.6. Thermal Coefficient of Performance 
The thermal coefficient of the performance of the air conditioner unit is given by 
the following expression, [36]: 

ev
th

total

Q
COP

Q
=

 
The amount of cold produced at the evaporator is given by the expression: 

( ) ( )

( ) ( )
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T
ev z eva eT

z eva e cond eva

Q m m L T Cp T T

m m L T Cp T T

 = ∆ ⋅ −  
 = ∆ ⋅ − − 

∫

 

∆m: this is the mass of the cycled methanol per kg of zeolite calculated using 
the difference in adsorbate mass between the two isosteric transformations by 
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the equation: 

( ) ( )max min , ,ads ev g cdm m m m T P m T P∆ = − = −
 

2.5. Climate Conditions 

The overall flow and ambient temperature are similar to sinusoidal functions. The 
climate data we use in this work are those of typical days of November in the 
Comoros Islands spanning over the 2009-2019 period. These days are marked by 
maximum average temperatures equal to 305.76 K and minimum equal to 298.46 
K. The maximum flux intensity is 1000 W/m2. Figures 3-5 represent climate con-
ditions for these typical days of November in Comoros. 

 

 
Figure 3. Evolution of ambient temperature and horizontal global flux. 

 

 

Figure 4. Evolution of incident flux on the roof. 
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2.6. Resolution Method 

We discretize the system equations with the implicit finite difference method. 
The resolution is made by using an iterative calculation using the Gauss algo-
rithm. It allows us to determine in Physics involved according to the unknown 
variables at t + ∆t time on the one hand and the variables known at the previous 
t on the other hand. Table 2 groups the main parameters we used during the 
simulation. 

3. Results and Discussions 
3.1. Model Validation 

In order to validate our code, we compare the shape of the cycle we obtain with 
the data reported by A. Al Fadar and al. [36]. Figure 6 shows the evolution of 
the cycle of this study and the one A. Al Fadar and al. obtained in their study of 
a refrigeration system by adsorption powered by a solar parabolic captor. 

They studied the activated carbon/ammonia. By comparing the two cycles, we 
find gaps, in particular at the end of the cooling/heating and at the beginning 
of adsorption-evaporation. These differences can be explained by the different  

 

 

Figure 5. Evolution of incident flux on the habitat’s walls. 
 

Table 2. Main parameters used for simulation. 

Cpz 836 J/Kg/K Cpp 1800 J/Kg/K 

ρz 980 kg/m3 ρp 1200 kg/m3 

Cpcw 1278 J/Kg/K λp 200.758 W∙m−1∙K−1 

ρcw 1300 kg/m3 wo 0.269 

Tf 363 K Ea 8134 × 104 J 

Pev = Ps(Teva) 6129 Pa D 415 × 10−7 

Pcd = Ps(Tcond) 19594 Pa n 2 
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Figure 6. Model validation. 

 
simulation conditions the simplifying assumptions mentioned and the numerical 
method used for resolution of equations or the physical parameters of the system 
components. In their study and quantitatively, the steam pressure of their system 
is higher because of the use of ammonia. This is perfectly normal because the 
vapor pressure of ammonia is greater than that of methanol. In view of this qua-
litative comparison, we can say that the numerical code we have developed allows 
to model an air conditioner by adsorption. 

3.2. Evolution of Cooling Unit Parameters 

The temperature, the pressure, and the adsorbed mass normally follow the evo-
lution of the 4 phases of the cycle. They are undeniably linked and the evolution 
of their curves is also as shown in the figures. An increase of pressure accompa-
nies the increase in temperature, and in the same way a decrease in the temper-
ature leads to a decrease in the pressure. Overall, the temperature of the adsor-
bent influences all the other parameters of the system. Figure 7 shows the evolu-
tion of the temperatures of the cooling unit components while Figure 8 shows 
the evolution of the adsorbed mass. At first, heating is marked by a significant 
increase in the temperature of the zeolite that passes from the adsorption tem-
perature Tads = 303.5 K to the temperature of desorption Ta1 = 328.8 K, which 
depends on the pressure of the condenser. This significant increase is due largely 
to the heat supply by the hot geothermal fluid through the inner partition of the 
collector and by the closure of the connection between the condenser and the 
adsorber bed. As for the pressure inside the adsorber bed, it passes from the 
evaporation pressure Pev = 6129 Pa at the pressure of condensation Pcd = 19,594 
Pa. Concerning the quantity of the mass adsorbed, it is constant at its maximum  
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Figure 7. Temperatures evolution of the air conditioner components. 

 

 
Figure 8. Evolution of the adsorbed mass. 

 
value equaling to 0.196 kg of methanol by kg of zeolite. 

Subsequently, when the pressure inside the sensor reaches that of the con-
denser, the system is in its 2nd phase and this corresponds to the condensation of 
the desorbed methanol vapors of the adsorbent. This phase during which conti-
nuous heating is marked by the connection of the adsorber bed with the condenser 
allows the evacuation of methanol vapors. The bed temperature continues to in-
crease up to the regeneration temperature Tg = 356.36 K, but in a less significant 
manner this time. As for the pressure inside the captor, it remains equal to the 
pressure of the condenser. The condenser temperature is important during this 
phase. It increased from 298.4 K at the beginning of the condensation to 323.7 K 
at the end. The rejection of the heat amounts of the desorbed methanol vapors at 
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the surface of the zeolite causes this increase in the condenser temperature. For 
the mass of the desorbed methanol vapor, it decreases as the zeolite is desorbed 
to reach a minimum value of 0.158 kg of methanol by kg of zeolite correspond-
ing to the regeneration temperature. 

When the zeolite reaches the regeneration temperature, the cooling starts. Dur-
ing this 3rd phase, the link between the adsorber bed and the condenser along 
with the heating is cut. The cooling of the adsorbent bed is done by natural con-
vection with the ambient temperature. The temperature of the zeolites then passes 
from Tg to the intermediate temperature Ta2 = 326.25 K. This cooling also leads 
to a decrease in the pressure inside the adsorber bed which will pass from the 
condensation pressure to the pressure of evaporation to promote low-pressure 
adsorption. During this time, the liquid methanol will come out of the condenser 
to enter the evaporator through the expansion valve to further undergo a pres-
sure drop. During cooling, the amount of adsorbed mass remains at a minimum 
value. 

Finally, the 4th and last phase of the cycle corresponds to the adsorption dur-
ing which the temperature continues to decrease due to the fixation of the me-
thanol molecules in the zeolite by linking the evaporator with the adsorber bed. 
As for the pressure inside the adsorber bed, it remains constant to the evapora-
tion pressure. The temperature of the evaporator is important during the evapo-
ration-adsorption phase. It influences directly the time required for adsorption. It 
starts from 298.4 K and decreases considerably to reach a 283.9 K temperature. 
This temperature decrease is explained by the heat consumption stored in the eva-
porator and necessary for the adsorption of methanol vapor molecules in the zeo-
lite. During adsorption, the amount of adsorbed mass increases to reach a maxi-
mum value of 0.194 kg/kg. Note that at the end of the adsorption-evaporation 
phase, methanol vapor cannot be totally desorbed and the total mass of adsorbed 
steam is less than the total mass of steam initially at the end of the adsorption- 
evaporation. 

3.3. Evolution of Habitat Temperatures 

Figure 9 shows the temperature of the indoor air of the habitat with and without 
a cooling unit. From 01 h to 08 h, the curves of the two temperatures are super-
posed; this coincides with the three phases of the cooling unit except the evapo-
ration and where the evaporator’s temperature is equal to room temperature. 
From 8 h and with the evaporation of the quantities of methanol vapor in the 
evaporator, the temperature of the evaporator’s wall begins to decrease. It is at 
this stage that everything is playing out precisely, the habitat air conditioning can 
actually begin, and the two curves separate. The habitat temperature with cool-
ing unit has a small decrease before starting to rise in a very light way in the full 
period day. It reaches a 301.80 K peak at 14 h against a 304.19 K peak without 
the cooling unit. This makes a temperature difference of Δt = 2.39 K at 14 h. This 
temperature decrease is explained by the thermal exchange between the habitat 
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indoor air and the evaporator walls which are at low temperature. This shows 
that the evaporator produces a cooling effect within the habitat. The decrease in 
the habitat air temperature can continue significantly at the end of the day when 
the solar flux and the exterior ambient temperature decrease. 

Figure 10 shows the profiles of the internal vertical walls of the living room 
with and without air conditioner. At the East and with the cooling unit, we ob-
serve a decrease in the wall temperature that reaches a 304.64 K peak at 13 h 
against 305.03 K at the same time without cooling unit. Just like with the East 
wall, we also see a decrease in the North wall with cooling unit. It reaches a 
303.83 K peak at 14 h compared with 304.19 K without cooling unit. We observe  

 

 
Figure 9. Temperature evolution of indoor air habitat with and without cooling unit. 

 

 

Figure 10. Temperature evolution of vertical walls with and without cooling unit. 
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the same trends for West and South walls that respectively reach peaks of tem-
peratures equal to 305.01 K at 15 h against 305.47 K without cooling unit and 
304.39 K at 14 h against 304.78 K without cooling unit. This decrease can be ex-
plained by the diminution in the temperature of the internal air of the habitat 
under the effect of the air conditioner. This phenomenon causes a decrease by 
convection of the temperature of the interior walls. We observe the same trends 
for the ceiling and floor temperatures in Figure 11. At the first ceiling, the tem-
perature with air conditioner evolves below the one without air conditioner. By 
cooling the habitat indoor air, the plafond temperature reaches 306.58 K peak at 
13 h compared to 306.95 K without cooling unit. Just like at the indoor interior 
temperatures of the habitable enclosure, we observe a decrease in floor tempera-
ture with cooling unit. It reaches a 300.41 K peak at 16 h, without cooling unit 
against 300.14 K at 15 h with cooling unit. 

3.4. Influence of Parameters on the Indoor air of Habitat 

Figure 12 shows the effect of the absorption coefficient of the walls. We find that 
the more the coefficient is the greater the indoor air temperature. It is the case 
with or without cooling unit. Without cooling unit and for a coefficient of ab-
sorption of the walls of 0.9, we have a temperature peak of 306.74 K at 14 h For a 
coefficient of 0.1, we have a 302.84 K peak at 14 h. The increase in the wall ab-
sorption implies that a quantity of important flux arrives on the wall. This raises 
the temperature of the wall and therefore indoor air. We notice these same 
trends in the case of habitat with cooling unit but with lower temperature values. 
Thus, for 0.9 of the walls absorption coefficient, in a diurnal period, we have a 
304.17 K peak at 14 h compared to 300.52 K at the same time for an absorption 
coefficient equal to 0.1. 

Figure 13 shows the effect of the thickness of the walls on the indoor air of  
 

 

Figure 11. Temperature evolution of plafond and floor with and without cooling unit. 
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Figure 12. Effect of the walls absorption coefficient on the indoor air of habitat. 

 

 
Figure 13. Effect of the walls thickness on the indoor air of habitat. 

 
our habitat. It shows that when decreasing the thickness of the walls, the tem-
perature of the habitat indoor air increases during the day period but decreases 
further during night. This shows that the decrease in the thickness of the walls 
increases the influence of the outer conditions on the temperature of the habitat 
indoor air. For a thickness of 10 cm and without cooling unit, we have a temper-
ature peak of 305.24 K at 13 h while for a thickness of 30 cm we have a peak of 
temperature of 301.82 K at 14 h. This gives a 3.39 K temperature difference for a 
shifting 1 h phase. One should note that the increase in the thickness of the walls 
implies less variations in the inner temperature of habitat and therefore less 
thermal losses. This is all the more valid for habitat with or without air condi-
tioner. Moreover, with air conditioning, we observe the same trends with a tem-
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perature peak equal to 302.83 K at 12 h for a 10 cm wall thickness against a 
299.56 K peak at 14 h for 30 cm of thickness. 

Figure 14 shows the influence of the renewal rate of the habitat indoor air. To 
do this, we vary the renewal air rate with the ambient environment outside from 
0.1 to 7. The results show that the increase in the renewal rate of air leads to 
an increase in the internal temperature of habitat. For a renewal rate of 7 and 
without cooling unit, the habitat indoor air reaches a temperature peak equal to 
304.73 K at 12 h against 304.19 K at 14 h when the renewal rate is 0.1, a phase 
shift of 2 hours. The ambient outdoor temperature being more important than 
the habitat interior, the exchange by air renewal makes up the temperature of the 
habitat interior. We have the same observation in a habitat with cooling unit; the 
indoor air temperature rises and reaches 303.31 K when the air renewal rate is 7 
at 12 h against 301.74 K at 14 h for a rate equal to 0.1. 

Figure 15 shows the influence of the solar flux on the temperature of the in-
ner air of the habitat. For this, we have varied the overall global flux intensity 
from 400 to 1600 W/m2. The results show that the flux has an impact on the in-
terior living room, both for air-conditioned habitat and without cooling unit. An 
increase in the flux triggers grows in the indoor temperature of the habitable en-
closure. For 1600 W/m2 of maximum flux intensity at no room conditioning, we 
have a curve that evolves over those of others. It reaches a 305.92 K peak at 14 h 
against a 302.55 K peak at the same time for a maximum intensity flux equal to 
400 W/m2. The increase in the solar flux increases the exterior temperatures of 
the walls and the roof. The heat passes through the walls by conduction and 
warms up the interior of the habitat by convection. We observe the same trends 
for a habitat with air conditioner. For a maximum flux of 1600 W/m2 of intensi-
ty, the indoor air temperature reaches a 303.33 K peak at 14 h against 300.33 K at 
the same time for a maximum flux of 400 W/m2. 

 

 
Figure 14. Influence of the renewal rate of the indoor air of habitat. 
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Figure 15. Influence of the solar flow on the indoor air of habitat. 
 

 
Figure 16. Influence of the ambient temperature on the indoor air of habitat. 

 
Figure 16 shows the influence of the ambient temperature on the temperature 

of the inner air of the habitat. For this, we vary the maximum temperature from 
300 to 312 K. The results show that the maximum ambient temperature has a 
considerable impact on the inner temperature of the habitable enclosure. An in-
crease in the maximum temperature of the ambience necessarily leads to an in-
crease in the inner temperature of the habitable enclosure. This result is true for 
the habitat without cooling unit only for habitat with air conditioner. For a maxi-
mum temperature of 312 K in the habitat without cooling unit, we have a curve 
of the inner temperature evolving well above those of others. It reaches a 307.53 
K peak at 14 h against a 301.16 K peak at the same time when the maximum tem-
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perature has a value of 300 K. It is interesting to note that the difference between 
the maximum ambient temperature outside and the inner air of the living space 
increases with the increase in the maximum temperature. 

This shows that for the maximum high temperature ambient temperature, the 
impact of the ambient temperature is more important than the flux. However, 
when the maximum ambient temperature is low, the influence of the flux is much 
greater; a trend that is confirmed through the roofs. We observe the same trends 
for a habitat with air conditioner. For a maximum room temperature of 312 K, 
the inner air of the habitat reaches a temperature peak equal to 304.36 K at 14 h 
against a 299.31 K peak at the same time without cooling unit. 

Figure 17 shows the influence of the convective exchange coefficient between 
the walls of the evaporator and the inner air of the habitat. For this, we set the 
exchange coefficient to a constant value by varying it from 1.5 to 6 W/(m2∙K). 
For an exchange coefficient of 1.5 W/(m2∙K), the inner air inhabitants reaches 
301.72 K peak at 14 h against a 300.65 K peak at the same time for a heat ex-
change coefficient equal to 6 W/(m2∙K). The increase in the coefficient of ex-
change results in a decrease of the temperature of the indoor air habitat and the 
decrease of the thermal exchange coefficient between the walls of the evaporator 
and the interior gives some that high temperature values. This is due to the fact 
that a high exchange coefficient implies a high exchange flow between the eva-
porator and the indoor air of habitat. 

Figure 18 shows the influence of the exchange surface of the evaporator on 
the air of the habitat. For this, we vary the exchange surface from 1 to 5 m2. For a 
surface of 1 m2, the inner air of the habitat reaches a temperature peak equal to 
303 K at 14 h against 301.08 K for an exchange surface equal to 5 m2. The in-
crease in the exchange surface of the evaporator with the inner air of the habitat 
decreases the temperature of the indoor air. This is explained by the fact that a  

 

 
Figure 17. Influence of the convective exchange coefficient on the indoor air of habitat. 
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Figure 18. Influence of the evaporator exchange surface on the indoor air of habitat. 

 
greater exchange surface of the evaporator involves larger exchanges between the 
evaporator and the inner air of habitat and therefore a significant decrease in the 
temperature of the latter. 

3.5. Study of Cooling Unit Performance 

In Table 3, we report the thermal performance of the air conditioner based on 
the temperature threshold system as follows Teva = 280 K, Tads = 298 K, Tcond = 
304 K and Tg = 363 K. We find that the increase in evaporation temperature in-
volves an increase in the COPth and the amount of cold product Qev. For an eva-
poration temperature from 270 K to 291 K, we have respectively, a COPth which 
goes from 0.339 to 0.561 and a cold amount produces value from 247.05 to 
405.96 kJ/kg. The increase in the evaporation temperature increases the satura-
tion pressure in the evaporator and the maximum amount of the mass, which 
leads to an increase in cycling. An increase in the cycling mass implies a simul-
taneous increase in the amount of cold produced at the evaporator and the COPth 
of the air conditioning unit. 

In addition, the increase in the adsorption temperature decreases the COPth 
and the amount of cold product. For this, COPth values vary respectively from 
0.481 to 0.318 and cold product values from 351.51 to 209.95 kJ/kg. The increase 
in the adsorption temperature in the beginning of the cycle decreases the maxi-
mum amount of mass, which consequently reduces the cycling mass and there-
fore the performance of the machine. Then, by variating the condensation tem-
perature from 295 to 317 K, we respectively obtain a COPth which goes from 
0.592 to 0.213 and a quantity of cold product that varies from 424.03 to 160.74 
kJ/kg. Thus, it appears that the increase in the condensation temperature reduces 
the performance of the system. This is explained by the fact that the increase in 
the condensation temperature increases the saturation pressure at the condenser, 
thus an increase in the temperature of desorption. However, the increase in the  
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Table 3. Cooling unit performance. 

Component Temperature (K) COPth Qev (kJ/kg) 

Teva 270 0.339 247.04 

273 0.380 276.76 

278 0.441 321.46 

283 0.495 359.58 

 288 0.539 390.72 

 291 0.561 405.96 

Tads 280 0.481 384.18 

285 0.488 380.48 

290 0.486 369.49 

300 0.454 326.93 

 310 0.381 259.94 

 316 0.318 209.95 

Tcond 295 0.592 424.03 

300 0.484 351.36 

305 0.387 284.64 

308 0.334 247.67 

 312 0.270 202.06 

 316 0.213 160.74 

Tg 345 0.426 166.11 

360 0.457 307.37 

375 0.489 460.69 

390 0.510 612.79 

 410 0.520 796.11 

 430 0.511 944.34 

 
temperature of desorption decreases the amount of mass and therefore the 
amount cycled. This leads to the decrease in the COPth and the amount of cold 
produced at the evaporator. 

Finally, for a regeneration temperature from 345 to 430 K, we have a COPth 
that varies from 0.426 to 0.511 and a quantity of cold product that goes from 
166.11 to 944.34 kJ/kg. We observe that an increase in the regeneration temper-
ature increases the performance of the system. The increase in the regeneration 
temperature reduces the minimum mass and thus increases the cycling mass, which 
leads to better performance at the system level. Nevertheless, it is not necessary 
to have infinitely regeneration temperatures because it affects the physical abili-
ties of certain materials that are limited to transmit a high range of heat as well. 
Added to this, the chemical and thermodynamic limits of adsorbent/adsorbate 
couples at high temperatures that are taken into account. That is why we observe 
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that the COPth reaches a maximum value than the amount of cold produced con-
tinues to increase in a monotone way. 

4. Conclusions 

In this study, we present a habitat model equipped with a cooling unit. The re-
sults show that the use of this cooling unit can help improve the internal atmos-
phere of buildings to give up some comfort to occupants. Thus: 
• We have a temperature difference of 2.14 K on the indoor air of the habitat at 

14 h if the air conditioning is started at 08 h; 
• Looking at the influence of physical parameters, we find that the absorption 

coefficient and the thickness of the walls as well as the exchanges by air re-
newal must be optimized if we want to keep a thermal comfort within the ha-
bitats; 

• Although some input weather parameters such as the maximum flux and am-
bient temperature are heating the indoor air of the habitat, the use of cooling 
unit contributes to the decrease of its temperature; 

• Regarding the level of the exchange between the inner air of habitat and the 
evaporator, it shows that a large surface of the evaporator as well as a high 
exchange coefficient can contribute to the decrease of the internal tempera-
ture of the habitat; 

• The system can reach 0.46 of COPth, if working with optimal temperatures. 
• The cooling unit we developed in this work may be an alternative to the air 

conditioning system of buildings using the Geothermal Resource that the Com-
oros Islands benefit from. Ecologically, this system has interesting advantages 
but further work remains to be carried out such as conducting a dimension-
ing and an optimization of exchange surfaces between the evaporator and ha-
bitat. 
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Nomenclature 

Mains letters 

c  Volume heat of air (J∙m−3∙K−1)  
C  Spécifique heat (J/Kg/K) 
D  Dubinin-Astakhov parameter 
Dm  Diameter (m) 
E  Activation energy (J) 
ep  Thickness (m) 
F  Form factor 
G  Global solar flux (W/m2) 
h  Thermal transfer coefficient W/(m2∙K) 
I  Incident solar flux (W/m2) 
k  Mass transfer coefficient 
L  Latent heat (J/kg) 
L  Characteristic length (m) 
M  Mass (kg) 
m  Adsorbate concentration/kg of adsorbent 
N  Air renewal rate (h−1) 
n  Dubinin-Astakhov parameter  
P  Pressure (Pa) 
Q  Quantity of cold product (J) 
Qtota Heat provides adsorber (J) 
R  Characteristic constant of gas 
Ra  Rayleigh number 
S  Surface (m2) 
T  Temperature (K) 
t  Time (s) 
U  Flow velocity (m/s) 
V Wind velocity (m/s) 
Vol  Volume (m3) 
w  Adsorption capacity (m3) 
ΔH  Isosteric heat of adsorption (J/kg) 
Δx  Section (m) 
Δm  Mass cycled (kg/kg) 

Greek Letters 

α Coefficient of absorption 
ε Adsorption potential 
λ Thermal conductivity W/(m∙K) 

σ   Constant of Boltzmann 
ρ   Density (kg/m3) 
ϕ   Exchange by renewal air 
φ   Flux density 

Exponents 

ads   Adsorption 
c   Conduction 
cv   Convection 
des   Desorption 
r   Radiation 
x   Transfer mode 

Index 

air   Air 
airh  Habitat air 
amb  Ambient 
cw  Cooling unit wall 
cwo  External wall of cooling unit 
cwi   Internal wall of cooling unit 
cd   Condenser 
cond  Condensation 
e   Methanol 
ev   Evaporator 
eva   Evaporation 
f   Fluid 
g   Regeneration 
h   Habitat wall 
hex   External wall of habitat 
hin   Internal wall of habitat 
m    Mixture zeolite/methanol 
max  Maximum 
min  Minimum 
p   inner small wall 
pi   Inner face of small wall 
pe   Outer face of small wall 
sky   Sky  
soil   Soil 
z     Zeolite 
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